
Contact for Europe
tel: +46 63 57 15 50
e-mail: tentmaker@hilleberg.se

Contact for outside of Europe
tel: +1 (425) 883-0101
e-mail: tentmaker@hilleberg.com

For more information about us and our tents, as well as more on 
using and maintaining your tent, please visit us at hilleberg.com. If 
you have more questions, please do not hesitate to contact us.
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Included with the pole bag is one 
spare pole section and one repair 
sleeve.

Using a repair sleeve
1 & 2. Slide the sleeve over the 
damaged pole and center it over the 
damaged spot, and tape the ends of 
the sleeve to keep it in place.
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Replacing a pole section
1. Pull the pole’s end-stop out 
until the knot in the shock cord 
is exposed. You can use pliers if 
needed.

2. Hold on to the cord so it does not 
get pulled back through the entire 
pole (Tying the shock cord around a 
peg can prevent this from happen-
ing). Untie the knot and pull the end-
stop off the cord.

3. Pull the pole apart to expose the 
shock cord behind the damaged 
section. Tie a peg into the cord here 
to keep it from being pulled back 
through the pole. 

4. Slide the damaged section and 
all those ahead of it off the cord. 
Keep track of the order so you can 
replace them correctly. 

5. Replace the damaged section 
with a new one and thread the 
remaining sections back onto the 
shock cord in the order you took 
them off.

6. Tie the end-stop back onto the 
shock cord. Gently fit the end-stop 
back in the pole.


